
LAVAL
Patrick Pisacane

514-713-3555
ppisacane@taddeoauto.com

2500 Bd du Curé-Labelle
Laval, Québec H7T 1S1
514-713-3555

Specifications

Type
Model Year
Style
Class
Drive
Range
Max Speed
Gradeability

Motor

Motor – cooling
Power – rated
Power – peak
Torque – rated
Torque ‐ peak
Transmission
Rear axle ratio

GVWR
Curb Weight *
GAWR - Front
GAWR - Rear

Front
Rear

 

Voltage
Battery Capacity, Total
Battery Cooling
Charging

Voltage
DC – DC Converter

Type
Front 
Rear

 
Tire Size 

Brand
Wheel size 
Wheel type 

Seats 
Seating
Driver’s Seat
Passenger Seats
Flooring

Air conditioning
Elec. doors + windows

Fully Electric
2024
Cabover
3
4x2
Up to 241 km (150 miles)
100km/h (62 m/h)
26%

Permanent Magnet 
Synchronous Motor
Liquid
55 kW (74 hp)
120 kW (160 hp)
200 Nm (147 ft-lbs)
380 Nm (280 ft-lbs)
2 Speed Automatic
6.167

5000 kg (11 000 lbs)
~2495 kg (5500 lbs)
2000 kg (4400 lbs)
3500 kg (7700 lbs)

Solid axle ‐ Leaf spring
Solid axle ‐ Leaf spring

 

Drivetrain

Convenience

Interior

Wheels & Tires

Brakes

Low Voltage System

High Voltage SystemGenral

Weight*

Suspension

*Chassis weight only. Does not include platform, dry box,
dump, etc. 

525 V
103 kWh
Air
Level 2 and Level 3

12 V
120 amps

Hydraulic
Disk
Drum

 
225/75R16 LT or
215/75R16 LT
Michelin
6’’ x 16’’
Painted Steel

Cloth
3
Bucket
Bench
Vinyl

Standard
Standard

159 999 $Chassis Price 40 000 $Subventions up to

Type
Année du modèle
Style
Catégorie
Lecteur
Gamme
Vitesse maximale
Nivelation

Moteur
Refroidisseur moteur
Puissance nominale
Puissance pic
Couple nominal
Couple pic
Transmission
Rapport essieu arr

4,990 kg (11,000 lbs)
~2,495 kg (5,500 lbs)
2,000 kg (4,400 lbs)
3,175 kg (7,000 lbs)

Essieu solide-ressort à lames
Essieu solide-ressort à lames

 


